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Mounting columns for  
light curtains and multiple 
light beam devices 
Suitable for 

• Multiple light beam safety devices 
MLD 300, MLD 500 

• Safety light curtains 
MLC 300, MLC 500 

• Measuring light curtains 
CML 720i, CML 730i 

• Switching light curtains 
CSL 710 

 

Features 

• Robust profile construction in high quality 
design 

• Easy axial adjustment and height 
adjustment of the built-in device with a 
supplied mounting set, adjustable in 3 
directions 

• Set for floor mounting included 

• Automatic resetting after mechanical 
impacts with special spring elements 

• Additional protective screens available 

Areas of application  

Free-standing floor mounting for multiple light beam devices and light 
curtains.   

Dimensioned drawing 

 

Dimensions table 

Article Dim. A [mm] 
UDC-900-S2 900 

UDC-1000-S2 
UDC-1000-S2-R 

1060 

UDC-1300-S2 
UDC-1300-S2-R 

1360 

UDC-1600-S2 
UDC-1600-S2-R 

1660 

UDC-1900-S2 
UDC-1900-S2-R 

1960 

UDC-2100-S2 2160 

UDC-2500-S2 
UDC-2500-S2-R 

2560 

UDC-3100-S2 
UDC-3100-S2-R 

3160 

 

 

Order guide 
Yellow device columns  Red device columns 

Article Part no. Article Part no. 

UDC-900-S2 549855 UDC-1000-S2-R 549881 

UDC-1000-S2 549856 UDC-1300-S2-R 549882 

UDC-1300-S2 549852 UDC-1600-S2-R 549883 

UDC-1600-S2 549853 UDC-1900-S2-R 549884 

UDC-1900-S2 549854 UDC-2500-S2-R 549885 

UDC-2100-S2 549867 UDC-3100-S2-R 549886 

UDC-2500-S2 549857   

UDC-3100-S2 549865    
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