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Direct Operated Pressure Relief Valve

Series RCP
Bulletin HY14-3025-M11/US

Bul HY14-3025-M11.indd, ddp

RCP400S**-13

Panel Mtg. Detail

Panel Mtg. Kit 

MVK-4

Maximum Panel 

Thickness .250

Technical Information

Parts List

Revision Reference

Item Part Number Qty

1 007190-R 1

R

C

P

4 N/A 1

5 012097 Seat 1

6 08475001 Dart 1

7 007559 Tensioner (S.A.) 1

8 005012-2 Washer 1

4 9 2-012    -7 1

0 10 8-012    -9 1

0 11 005017-2 1

12 007186-2 1

S

*

Code Condition

13 012094 1

13 012095 1

13 012096 1

*

Code Material

Omit Nitrile

V Fluorocarbon

Description

Remote Control Pilot Valve

Knob (S.A.)

Material: Steel

Follower

Drive Pin

Valve Size

O-Ring

Pressure Range Option

H

50 to 1000 PSI

150 to 3000 PSI
Spring, Dart

Substitute N for      Symbol in all P/No's.

Substitute V for      Symbol in all P/No's.

1

3

F

Spring, Dart

Seal Material Option

Instructions

Spring, Dart

Design Code

Body (S.A.)

Parbak Ring

150 to 2000 PSI

M
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FAILURE OR IMPROPER SELECTION OR IMPROPER USE OF THE PRODUCTS DESCRIBED HEREIN OR RELATED ITEMS CAN CAUSE DEATH, PERSONAL INJURY AND 

PROPERTY DAMAGE.

• This document and other information from Parker-Hanniin Corporation, its subsidiaries and authorized distributors provide product or system options for further investigation 

by users having technical expertise.

• The user, through its own analysis and testing, is solely responsible for making the inal selection of the system and components and assuring that all performance, endurance, 

maintenance, safety and warning requirements of the application are met. The user must analyze all aspects of the application, follow applicable industry standards, and follow 

the information concerning the product in the current product catalog and in any other materials provided from Parker or its subsidiaries or authorized distributors.

• To the extent that Parker or its subsidiaries or authorized distributors provide component or system options based upon data or speciications provided by the user, the user 

is responsible for determining that such data and speciications are suitable and suficient for all applications and reasonably foreseeable uses of the components or systems.

WARNING – USER RESPONSIBILITY

The items described in this document are hereby offered for sale by Parker-Hanniin Corporation, its subsidiaries or its authorized distributors. This offer and its acceptance are 

governed by the provisions stated in the detailed “Offer of Sale” elsewhere in this document or available at www.parker.com/hydraulicvalve.

OFFER OF SALE

  For safety information, see Safety Guide SG HY14-1000 at www.parker.com/safety or call 1-800-CParker.

SAFETY GUIDE


