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QAE2164...

QAE2174...
 

•         

  . 

•   AC 24 V  DC 13.5...35 V 

• Вы   DC 0...10 V  4...20 mA 
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QAE2164.010 
     

1) 
100  

AC 24 V ±20 % / 

DC 13.5...35 V 
DC 0...10 V 

QAE2164.015 
     

1) 
150  

AC 24 V ±20 % / 

DC 13.5...35 V 
DC 0...10 V 

QAE2174.010 
     

1) 
100  DC 13.5...35 V 4...20 mA 

QAE2174.015 
     

1) 
150  DC 13.5...35 V 4...20 mA 

1)    (    ).  1  2008        
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З  

       , :  

   QAE2164.010 

К   

   ,      

 DC 0...10 V  4...20 mA  . 

 

   /    

,       . 

      DC 0...10 V  

4...20 mA,     .    

  . 

Вы  ,  I1 
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[DC V]Operating voltage

Admissible 
range

Inadmissible
range!
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      : -

  ,       

        . 

        .  

   M16 (IP 54),    . 

     . 

1 2 3 Messbereich

1 2 3

1
7
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2
Z

0
1

Range Testfunktion aktiv

10 V

5 V

0 V

5 V

U1

20 mA

12 mA

4 mA

12 mA

I1

 

Э     ,      6-  

  .       

    . 

   : 

• Д я я  : 

    (R1) = 0...100 °C, 

  

Э   
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    (R2) = −10...+120 °C (  ), 

    (R3) = 0. .70 °C 

• Д я   я:  

   :      

"  ". 

  ,    0 V (4 mA)  60 . 

А ы (     ) 

  
. 

 
Т  я 

Д  

.э
 

Т  

 

 

V4A (1.4571) PN16    --- AQE2102 

  (CuZn37) PN10    100  ALT-SB100 

  (CuZn37) PN10    150  ALT-SB150 

  V4A (1.4571) PN16    100  ALT-SS100 

  V4A (1.4571) PN16    150  ALT-SS150 

  V4A (1.4571) PN40     

 

100  ALT-SSF100 

  V4A (1.4571) PN40     

 

150  ALT-SSF150 

  N1194 «    ». 

   

    PN10,     

.  (V4A).     . 

   ,    

 -   (SELV)   .  

     ,   

 .  

    .   

    ,    

 . 

     . 

         

 ,      
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    . Э      ,   
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     . 

  

  refer to "Type summary" 

Ч  50/60 Hz at AC 24 V 

Э  ≤1 VA 

.    .    

  −10...+120 °C (R2 =  

),  

0...100 °C (R1), 0...70 °C (R3) 

    "  " 

Ч   Pt 1000  B  DIN EN 60 751 

  

  

  

 

30   2 /  

8   2 /  

     

0…70 °C 

–40...+120 °C 

 

±1 K 

±1.4 K 

 ,  (  U1) DC 0...10 V  −10...+120 °C 

(  )  0...100 °C 

 0...70 °C, 

. ±1 mA 

 ,  (  I1) 

 

 

4...20 mA  −10...+120 °C (  

)  0 ...100°C  0...70°C

 " " 

  PN 16 

.

.

.

.

.
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 IP 54  IEC 529 

  III  EN 60 730  

  1 x 2.5 
2
  2 x 1.5 

2
 

  ( )) M 16 x 1.5 

  

  

  ( ) 

  ( ) 

IEC 721-3-3 

 3K5 

–40...+70 °C 

5...95 % r.h. 

 

  

  

  

Mechanical conditions 

IEC 721-3-2 

 2K3 

–25...+70 °C 

<95 % r.h. 

 2M2 

 , RAL 7001 ( -

) 

 , RAL 7035 ( -

) 

  .  DIN 17 440 

 1.4571 

  PA, RAL 7035 ( - ) 

  

  

   

    

 

 

EN 60730-1 

Э   

 

 

 

EN 61000-6-1 

EN 61000-6-3 

   EMC  2004/108/EC 

   UL 873 

.  

QAE2164.010 

QAE2164.015 

QAE2174.010 

QAE2174.015 

 

~ 0.14  

~ 0.16  

~ 0.14  

~ 0.16  

  

 

Э  

 

Environmental 

conditions 
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QAE2164... 

 
G0 U1

G

1
7
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0
1

R3 = 0...70 °C

R1 = 0...100 °C / 

R2 = −10...+120 °C /

 

QAE2174... 

I1

G1

1
7

8
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G

0
2

R3 = 0...70 °C

R1 = 0...100 °C / 

R2 = −10...+120 °C /

 

 

G, G0   AC 24 V (SELV)  DC 13.5...35 V 

G1   DC 13.5...35 V 

I1   4...20 mA  

     −10...+120 °C (  ), 0...100 °C  0...70 °C 

U1  DC 0...10 V  

     −10...+120 °C (  ), 0...100 °C  0...70 °C 
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Typ L 

QAE2164.010 100 

QAE2164.015 150 

QAE2174.010 100 

QAE2174.015 150 
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