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Technical Data 1008

Effective February 2016

Low-Peak™ KRP-C Class L 600Vac/300Vdc,  
601-2000A, time-delay fuses

Eaton.com/bussmannseries

Recommended fuse blocks — 601 to 1200 amps†

Catalog numbers Poles

51215 1

51235 3

† No Agency listings available.

No reducers available.

Time-current curves - average melt
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Current-limitation curves: Current-limiting effects:

Prospective  
S.C.C.

Let-through current  
(apparent RMS symmetrical vs. fuse rating)

601A 800A 1200A 1600A 2000A

5000 5000 5000 5000 5000 5000

10,000 8000 10,000 10,000 10,000 10,000

15,000 9000 12,000 15,000 15,000 15,000

20,000 10,000 13,000 17,000 20,000 20,000

25,000 11,000 14,000 19,000 22,000 25,000

30,000 11,000 14,000 20,000 24,000 27,000

35,000 12,000 15,000 21,000 25,000 29,000

40,000 13,000 16,000 22,000 26,000 30,000

50,000 14,000 17,000 23,000 28,000 32,000

60,000 15,000 18,000 25,000 30,000 34,000

70,000 15,000 19,000 26,000 32,000 36,000

80,000 16,000 20,000 27,000 33,000 38,000

90,000 17,000 21,000 29,000 34,000 39,000

100,000 17,000 22,000 30,000 36,000 41,000

150,000 20,000 25,000 34,000 41,000 47,000

200,000 22,000 27,000 37,000 45,000 51,000

250,000 24,000 29,000 40,000 49,000 55,000

300,000 25,000 31,000 43,000 52,000 59,000




