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Technical	Data	1106

Effective December 2015

Class G open fuse blocks

Eaton.com/bussmannseries

Catalog numbers:

Amps Poles

Terminal type

Fig. No.
Screw with  
quick-connect*

Pressure plate with 
quick-connect* Box lug

Box lug with  
retaining clip

1 to 15

1 BG3011SQ BG3011PQ BG3011B — 1

2 BG3012SQ BG3012PQ BG3012B — 2

3 BG3013SQ BG3013PQ BG3013B — 3

20

1 BG3021SQ BG3021PQ BG3021B — 1

2 BG3022SQ BG3022PQ BG3022B — 2

3 BG3023SQ BG3023PQ BG3023B — 3

25 to 30

1 BG3031S BG3031P BG3031B — 1

2 BG3032S BG3032P BG3032B — 2

3 BG3033S BG3033P BG3033B — 3

35 to 60

1 — — — G30060-1CR 4

2 — — — G30060-2CR 5

3 — — G30060-3C** G30060-3CR 6

Wire range #10 - #14Cu #10 - #18Cu
#6 - #14Cu (1-30A)
#2 - #14Cu, #2 - #8Al (35-60A)

#2 - #14Cu, #2 - #8Al

	 * Quick connect rated for 20A maximum.

** Not RoHS compliant.
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