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 QFA20…   QFA2060D  

 

К   QFA20…
       

•   AC 24 V  DC 13.5…35 V 

•  DC 0...10 V  .  

•  DC 0...10 V  LG-Ni 1000  T1   

•   .   ±3 %   .  

• Д    −15…+50 °C / 0…95 % . . (  ) 
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• .   

•  

 . 

QFA20…  : 

•      

•       . 
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Вы    

 

Д  -

я 
 

Вы    

 
Р  я  

QFA2000   0...100 % active, DC 0...10 V AC 24 V or DC 13.5…35 V 

QFA2020 0...50 °C ., LG-Ni 1000 0...100 % active, DC 0...10 V AC 24 V or DC 13.5…35 V 

QFA2040 0...50 °C ., T1 (PTC) 0...100 % active, DC 0...10 V AC 24 V or DC 13.5…35 V 

QFA2060 

QFA2060D 

0...50 °C / −35...+35  °C / 

−40…+70 °C 
active, DC 0...10 V 0...100 % active, DC 0...10 V AC 24 V or DC 13.5…35 V 
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З    

      , : 

К   QFA2060D. 

К   

 ,       DC 0...10 V,   

LG-Ni 1000  T1. 

    /  , -

 ,  ,  ,  

,  ,      SEZ220 

(   N5146). 

  

  .        

 ,      -

 . . Э      

   DC 0...10 V,   0...100 % . . 

        -

 ,      .  

Э         DC 

0…10 V,    0… 50 °C, –35…+35 °C, 

 −40...+70 °C.    .   

   LG-Ni 1000  T1 (  0…50 °C)  -

   . 

Х  LG-Ni 1000 Х  T1 (PTC) 
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 QFA2060D    LCD    

.   (   °C  °F,  .   

% )      5 : 
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     QFA2060D
  Display of room 
    temperature
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 .         

 .   LCD      

 °C  °F. 

    : 

• Д я ы  ы   (QFM2120, QFM2140):: 

    (R2) = LG-Ni 1000  T1 (0...50 °C) 

• Д я ы  ы  : 

    (R1) = −35...+35 °C, 

    (R2) = 0...50 °C (  ), 

    (R3) = –40…+70 °C 

• Д я   я:  

   :    "А -
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• Д я    (QFA2060D) 

 ,    = °F  

 ,    = °C (  ) 

•      ,   U2   

0V   BS-MS    (>1 MΩ)  60 ,  

    U1  10 V. 

•      ,   U2   10V 

 60 ,     . 
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  AC 24 V ±20 % or DC 13.5...35 V 

Ч  50/60 Hz at AC 24 V 

Э  ≤1 VA 

   .   , 

  

  0…95 % r. h. (  ) 

  0…100 % r. h. 

   23 °C  AC 24 V 

0...95 % r.h. 

30...70 % r.h. 

 

±5 % r. h. 

±3 %,r. h.   

  ≤0.1 % r. h. /°C 

  < 20  

 ,  (  U1) DC 0...10 V  0...100 % r. h.,  

. ±1 mA 

  −15...+50 °C 
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  0...50 °C (R2 =  

), −35...+35 °C (R1)  

−40…+70 °C (R3) 

Ч   NTC 10 kΩ 

   AC 24 V  

  15...35 °C 

−35...+50 °C 

 

±0.8 K 

±1 K 

  8.5  (     

   ) 

 ,  (  U2) DC 0...10 V  0...50 °C / −35...+35 °C

/ –40…+70 °C max. ±1 mA 

Measuring range 0...50 °C 

Э   , 

 QFA2020, QFA2040  

 

LG-Ni 1000 

T1 (PTC) 

   AC 24 V  

15...35 °C 

−35...+50 °C 

 

±0.8 K 

±1 K 

  8.5 min (depending on air movement 

and thermal coupling to the wall) 

    

QFA2020 

QFA2040 

 

1.18…4.21 mA 

0.53…1.89 mA 

К  IP 30  IEC 60529 

К   III  EN 60 730 

  1 × 2.5 
2
  2 × 1.5 

2
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  (   ) 

  

Mechanical conditions 

IEC 60721-3-3 

 3K5  

−15...+50 °C 

0…95 % r. h (  ) 

 3M2 

Transport to 

К   

  

  

  

IEC 60721-3-2 

 2K3 

−25...+70 °C 

<95 % r. h. 

 2M2 

К   ASA + PC, NCS S 0502-G ( ) 

   ASA + PC, NCS 2801-Y43R ( ) 

 PC, NCS 2801-Y43R (grey) 

 (  )  

  

  

   -
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Э   

 

 

 

EN 61000-6-1 

EN 61000-6-3 

   EMC  2004/108/EC 

-   UL 873 

  

  LCD  

  LCD  

 

~. 0.130 kg 

~. 0,150 kg 
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QFA2060 

QFA2060D 

QFA2020,  

QFA2040 (series B or higher) 

QFA2000 

G0 U1 U2

G

1
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7
G

0
1

r.h.

R1 = -35...+35 °C /
R2 = 0...50 °C
R3 = -40...+70 °C /

 

G0 U1 BS

G
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r.h.

MS
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G, G0   AC 24 V (SELV)  DC 13.5...35 V 

U1  DC 0...10 V  .  0...100 % 

U2  DC 0...10 V    0...50 °C (R2 =  ), −35...+35 °C (R1)  −40…+70 °C (R3) 

BS, MS  LG-Ni 1000  T1 ( , )    0…50 °C;  
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