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  QFM4160      AQF4150      AQF3153 

   

 Symaro™  

 К   QFM41…
       

   

  

•   AC 24 V / DC 13.5...35 V 

•   DC 0...10 V / 4…20 mA     

 

•         

• Е    

•     

•    

•   −40…+70 °C / 0…100 % .  
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Т  Д   

ы 

Т ы  

ы   

Д  -

 

 

Вы   

В   

  

QFM4160 0...50 °C, −40…+70 °C 

 −35...+35  °C 

, DC 0...10 V 0...100 % , DC 0...10 V AC 24V  DC13.5…35V 

QFM4171 0...50 °C, −40…+70 °C 

 −35...+35  °C 

, 4…20 mA 0...100 % , 4…20 mA DC 13.5…35 V 

З  

      , :  

  QFM4160 

  AQF3153  . 

К   

QFM41…       ,   

     DC 0...10 V  4…20 mA.. 

        

,   ,    ,  -

,  ,   ,   -

  SEZ220 (   N5146). 

  

       

 ,      -

   . 

Э         DC 0...10 

V  4…20 mA      0...100 %. 

       -
,        -

  . 

       DC 0...10 V  

4…20 mA      0...50 °C, −35...+35 °C,   

−40…+70 °C 

,  I1 / I2 
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М   

    ,  , ,  -

         -

. 2-          (  -

).         

     IP 65. 

         

 ,   –  . 

       . 

         

 . 

      M16,    

,     . 

          

  . 

 

   .     -

 ,         

. 

1 2 3

1 2 3

Range

5 V

10 V

5 V

0 V

10 V

5 V

0 V

5 V

U1 U2 I1 I2

20 mA

12 mA

4 mA

12 mA

12 mA

20 mA

12 mA

4 mA

Measuring range Test function active

1
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0
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: 
Measuring range –   
Test function active –    

 

    .   6   -

.        -

 ,      . 

  : 

• Д     ы: 

    (R1) = −35...+35 °C, 

    (R2) = 0...50 °C (  ) 

    (R3) = −40…+70 °C 

• Д    :  

   :      

 “   “ 

•      ,    

U2 (I2)  0 V (4 mA)  60 ,     -

 U1 (I1)   10 V (20 mA) 

•      ,    U1 

(I1)  10 V (20 mA)  60 ;    

. 

      AQF4150  , -

    .   

   . 

 

 

  

  -
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         -

 .       -

  : 

• 85 % r. h., 40 °C 

• 50 % r. h., 23 °C 

• 20 % r. h.,   5 °C 

     .   

   .       

. 

       -

        -

 . 

 

Н  Т  

   

( ) 

AQF4150 

  (  ) AQF3153 

  (  ) AQF3101 

  

        

    (SELV).      

      

        -

  .  

       ,    

. 

    . 

    ,        

    ,    . 

       

. 

         . 

 G1(+)  I1(−)         

,       G2(+)  I2(−)! 

З    

      .   -

   ,      

 3 ,   – 10 . 

    ,       

. 

       .   

  . 

       ,    

     IP 65. 

      .  -

       

   

AQF3153 

   

 

  

QFM4171 

 

В ! 
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      . 

З      

    .   -

       . 

         

  (  "  "). 

         

 .       -

 ,          

   . 

    

 «SBT HVAC Products»     -

 . 

      12   

" " , . .      , 

        . 

 

 

     : 

•        AQF4150  -

   . 

•     ( )  , 

   «SBT HVAC Products».   -

     .  

  

  AC 24 V ±20 %  DC 13.5...35 V 

 50 /60 Hz  AC 24 V 

  ≤1 VA 

    .  , -

  

  0...100 % r.h. 

   23 °C  AC 24 V 
0...100 % r.h. 

 ±2 % r.h. 

  ≤0 .05  % r.h. / °C  

  < 20  

 ,  (  U1) DC 0...10 V  0...100 % r.h., ±1 mA . 

 ,  (  I1) 

 

4…20 mA  0...100 % r.h. 

. " " 

  0...50 °C (R2 =  ),  −35...+35 °C (R1), −40...+70 °C (R3) 

  Pt 1000  B  DIN EN 60 751 

   AC 24 V  f 
   15...35 °C −35...+70 °C 

 ±0.6 K ±0.8 K 

  < 3.5 .    2 /  

 ,  (  U2) DC 0...10 V  0...50/−35...+35/−40...+70 °C 

. ±1 mA 

 ,  (  I2) 

 

4...20 mA  0...50/−35...+35/−40...+70 °C 

. " " 

  IP 65  IEC 60 529  

  III  EN 60 730 

     
   

  

Lumberg RSC 4/9 
0.75 mm

2
 . 

4…8 mm . 
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  (   ) 
  

  

 
 4K2  IEC 60 721-3-4 −40...+70 °C 

0...100 % r. h. (  ) 
 3M2  IEC 60 721-3-3 

 
  

  
  

  

IEC 60721-3-2 
 2K3 −40...+70 °C 

<95 % r.h. 
 2M2 

 , RAL 7001 ( - ) 

 , RAL 7035 ( - ) 

  , RAL 7001 ( - ) 

  , RAL 7001 ( - ) 

  PA66 – GF35 ( ) 

  
    

     
       

  
    
    

 
Lumberg RSC 4/9 
PA,  
CuZn,  
Lumberg RKFM 4/0,5 M 
TPU 
CuZn,  

 ( )   

   

  
    

    

 
 
EN 60 730-1 

Э   
 

 

 
EN 61 000-6-1 
EN 61 000-6-3 

  to EMC  2004/108/EC 

    
  Э  

   

 
    1992 

AS/NZS 3548 

  UL 873 

.  

 AQF3153 
 AQF4150 

0.244  
0.066  
0,050  

К  

G0 U1 U2

G

1
8

5
9
G

0
1

(r.h.)

(R1 = −35...+35 °C /
R2 = 0...50 °C /
R3 = −40...+70 °C)

 

G (4)

U2 (1)

G0 (3)

U1 (2)

4

3
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2
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G

0
2

 

В  : 

 

, -

  

G2

I1 I2

G1

1
8

8
2
G

0
2

(r.h.)

(R1 = −35...+35 °C /
R2 = 0...50 °C /
R3 = −40...+70 °C)

 

1
8
5

9
G

0
4

G1 (4)

I2 (1)

I1 (3)

G2 (2)

4

3

1

2

 

В  : 

 

, -

  

G, G0   AC 24 V (SELV)  DC 13.5...35 V 

G1, G2   DC 13.5...35 V 

U1   DC 0...10 V    0...100 % 

U2   DC 0...10 V    0...50 °C (R2 = Werkeinstellung),  

 −35...+35 °C (R1) oder −40…+70 °C (R3) 

I1   4…20 mA    0...100 % 

I2   4…20 mA    0...50 °C (R2 = Werkeinstellung),  

 −35...+35 °C (R1) oder −40…+70 °C (R3) 

 

 

   QFM4171: 

 G1(+)  I1 (−)         ,   -

    G2 (+)  I2 (−)! 

  

   

 

 

QFM4160 

QFM4171 
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