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Технические
характеристики продукта
Характеристики

TSXFANA5P
Вентилятор - для TSXRKY стоек - 200..240 В
пер.тока

Основные характеристики
Семейство продуктов Платформа автоматизации Modicon Premium
Тип изделия или ком-
понента

Вентиляторный модуль

Аксессуар / тип от-
дельной детали

Вентилятор в комплекте

Аксессуар / наимено-
вание отдельной дета-
ли

Вентилятор в комплекте

Дополнительные характеристики
Совместимость продуктов Стойки TSXRKY
[Us] номинальное напряжение питания 200...240 V
Тип цепи питания Пер. ток
Масса продукта 0.5 кг

Экологичность предложения
Статус предложения Продукт не входит в категорию Green Premium
Директива RoHS Соответствует &#xA0;- с&#xA0; 1625 &#xA0;-&#xA0; Декларация о соответ-

ствии Schneider Electric Декларация о соответствии Schneider Electric
Регламент REACh Продукт содержит превышающее норму количество особо опасных веществ

&#xA0;-&#xA0; Go to CaP for more details Go to CaP for more details

Гарантия на оборудование
Период The warranty on the equipment is 18 months from the date of entry into service,

as evidenced by a relevant document, but not more than 24 months from the date
of delivery

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=698926&lang=ru-ru
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=check&pid=698926&lang=ru-ru

